
VARIES

5 FT(MIN)

45°

1/2 INCH TO 1 INCH CURB REVEAL

INSTALL 1/4 INCH EXPANSION JOINT
BETWEEN CURB AND APRON

DRIVEWAY WIDTH WITHIN ROW:
10 FT MINIMUM - NEW DRIVEWAY

20 FT MAXIMUM

EXISTING
CONCRETE
SIDEWALK

(IF APPLICABLE)

1.5FT MAX CURB
TAPER LENGTH, TYP.

STREET PAVEMENT
FINISH GRADE

PAVED DRIVEWAY
APRON

TOP OF CURB,
MATCH EXISTING

CURB HEIGHT.

2 INCH RADIUS

10 FT MINIMUM - NEW DRIVEWAY
20 FT MAXIMUM

EXISTING
GREENBELT VARIES

NOTES
1. EXISTING DRIVEWAYS LESS THAN 10 FEET WIDE DO NOT NEED TO BE WIDENED. 10

FOOT WIDTH APPLIES TO NEW DEVELOPMENT.
2. FLARED ENDS AT STREET ALSO ACCEPTABLE WITH MAXIMUM 20 FT CURB CUT.
3. ALL DRIVEWAY APRONS WITHIN THE PUBLIC RIGHT-OF-WAY SHALL BE PAVED.

SECTION A-A

A A

LIMIT OF
PAVEMENT, TYP.

5 INCH THICK
SIDEWALK,

TYP.

8 INCH THICK
SIDEWALK IN

DRIVEWAY ROW

RIGHT OF WAY (ROW) LIMIT

MAINTAIN  2% MAXIMUM
SIDEWALK CROSS SLOPE

MAX

1.5FT MAX CURB
TAPER LENGTH, TYP.

6 INCHES FINE CRUSHED
GRAVEL SUBBASE, VAOT
ITEM 704.05B BELOW
PAVED APRON.

PLAN VIEW
STREET

OPTIONAL
FLARE-END
CONNECTION

CITY OF WINOOSKI
PUBLIC WORKS DEPARTMENT
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